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ELEKTRICKE RETEZOVE KLADKOSTROJE GIGA
TYP CH1, CH2, CH3

ELECTRIC CHAIN HOISTS GIGA
TYPE CH1, CH2, CH3

IJIEKTPNYECKUE LEMHDbIE TEJIbOEPDI GIGA
TWM CH1, CH2, CH3
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GIGA

Typova oznaceni Fetézovych kladkostrojii / Chain hoist type identification / Tunoeoe 0603HaueHne LenHbIX Tenbpepor

Oznaceni / Identification / Mapkupoeka: Vyznam / Description / NoacHeHus:

CH -wyrobek spole¢nosti GIGA, spol. s ro.
- made by GIGA, Ltd.
- NpoAYKT Komnadnn GIGA

typové oznacen| talesa kladkostroje
hoist type specification
MapKNpoBKa koprnyca Tenbgepa

max. nosnost a max. rychlost zdvihu
max. lifting capacity and max. lifting speed
MaKC. /N 1 M3KC. CKOPOCTb NogbEMa

S - stacionarnf kladkostro] (bez pojezdu)
- a stationary hoist, no trolley
— CTayMoHapHbIA Tenbdep
H  -kladkostroj se zavé&senim na hak
-a hoist hung on a hook
- Tenbdep, NoJBelWeHHBIN Ha KPK
JR - Kkladkostroj s ruénim pojezdem
—a hoist with push trolley
—Tenbdep ¢ PYUHLIM Max. NepemelleHnA
JE - Kkladkostroj s elektrickym pojezdem
- a hoist with electric trolley
—_ —Tenbdep ¢ 3NeKTPUYSCKUM MaX. NepemMelleHnA

CH_ .-

Ptiklad oznaceni kladkostroje: nosnost 2000 kg, rychlost zdvihu 1.25/5 m/min, provedeni s elektrickym pojezdem:
Example of hoist identification: lifting capacity 2000 kg, lifting speed 1.25/5 m/min, with electric trolley:
Mpumep 0603HavyeHna Tenbdepa: r/n 2000 Kr, CKOpoCTe NoAbEMa 1,25/5 M/MWH, C INEKTPUYMECKNM MEXaHW3MOM NepaaBHeHna:

CH3 2000.5-JE

Vedeni Fetézu / Chain reeving / Monucnacr:

Tvp CHx CH1 HI (CH2 CH2 CH2 H CH2 CH2 CH3 (H2 CH3 (CH2 CH3 (H2 CH3 CH3 H3 CH3 CH3
W 125.8-x | 508 | 25008 | 3208 | 400.8-x | 5004-x | 5004 | SO0 | S00010-x | 630.4-x | 630.00-x | S00.4-x | 800,10 | 1000.4-x | 1000.5x [1000.10-x | 1250.5-¢ [ 1600.5-¢ | 2000.5-x
Mosnost kg
Lifting capacity 125 50 250 EX] 400 500 500 500 500 630 630 400 300 1000 100 1000 1250 1600 000
Tpy30N0LLEMHOCTE L
Rychlost zdvilu m/min
| 2080 | 2080 | 2080 | 20780 | 2080 | LO0 | 1040 | 200 | 25100 | LU0 | 25100 | 1040 | 25100 | 104D | L25/50 | 25100 | 125/50 | 1,25/5,0 | 125/50

CropocTk nogLEMA
Klasifikace mech 150 M5 M4 Mi Ma M5 M4 Ma M Ma Ma M5 M5 M4 M4 Mo M3 Mo M5 M4
Mech.specification
Pesum patoTkl FEM m 14m im m m 14m im 1Am 3m im m m 14m 14m 3m 1Bm im im 14m
Vedeni fetézu
Maode of chain line w1 n il il n mn mn mn mn 1n mn il n 1M 21 1M n 21 1 21
NMonuenact
Rozméry fetdzu DIN
Dimension of foad chain SERA 5e15 515 5¥15 5e15 5215 515 5e15 5x15 el 15 N 5215 il 5x15 a1 Tl Tl ol bl
Pazmepsl Lenu
SEE AL m | 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3
mﬁﬁém M mae 19 | mac 19 | mac1y | mae 19 | max 19 | macss | mac 85 | mae 19 | mag 2l | max 85 | mac 2l | max 95 | max 21 | max 9.5 | max 10.5] max. 21 (max 10.5] max 10.5| max 105
Maotor zdvihu KW | 0.09/0.36 | 0.09/038 [ 08075 [ 0.08/0.75 [ 0.8/0.75 [ 0.067036 | 018075 | 0.18/0.75 | 0.457.90 | 0.18/0.75 ) 0.45/1.90) 0.18/0.75 | 0.45/1.90 | 018075 045190 [ 0.45/1.90 | 0.45/1.90 | 0.45/1.90 | 0.45/1.9
Lifting motor % ED 0 A 40 ] 40 il 40 40 30 40 30 40 30 40 Bl 30 a0 an 30
JEUraTent NoALEMa oh 360 360 240 10 40 360 M 140 18 M0 180 10 18 0 180 180 18 180 18
Rychlost pojezdu S/20m/min - 0.06/0.25 kW s brzdou
Troliey JE 5/20m/min - 0.06/0.25 kW with brake
CKOpOCTE NEpeieis. S/ M/maNH -0.06/0.25 KET C TOpMO20M

"s" 30 30 Ell 3 Ell 30 33 3 5 3 51 3 51 3 # 51 54 b 54
“a‘t“'s"}“"g“““ CkOl T 31 | 31 | 3 | 32 | 32 | 31 | 3¢ | 3 | & | 35 | & | 35 | 5 | % S | s | m | m |
m] i R | @ | s | &5 | s | &5 | s | o | & | &1 | 4 | &1 | & | e | 47 [ wm | & | [ 7 | 1

"JE" 54 52 5 53 53 51 55 53 75 55 75 55 75 55 78 75 78 74 78

Uvedené viastni hmotnasti plati pro z3kladni vySku zdvihy 3m! / A¥ above mentioned weight data are only for 3m baseliting height! | Bee YK33aHHBIE LaHHBIE 0 BECE TENBGEDOE - 1A WO LHON BRICITH NoTLEMa Im!

Navyienl hmaotnosti pro
kazdy 1m zdvihu
:ﬁﬁ"‘,"’;’%ﬁg“ E 06 | o6 | o6 | o8 | o | 12 | 1z | e | o | 1z | u w2 2 o || 2| a2 | a2
YeennueHwe Beca Ha
KM ABIA 1M NOgEEMA

Upozornéni / Note:

Viirobce, v diisledku technického vivoje, si vyhrazuje pravo zmén, které zlepsuji uZitné vlastnosti vyrobku a zarovefi s pfedstihem napliiuji technické a bezpeénostni predpisy a doporuceni.

The manufacturer, due to the technical development, has the right of changes in order to improve the quality of the products and, ahead of time, to fulfill new technical regulations and recommendations.
lpouzeoamTent ocTaenAeT 3a coboi NPABOo HA H3MEHEHHA, KOTOPbIE MOTYT HACTaTh B Pe3ybTaTe TEXHMUECKOTD PA3BWTHA, YIYUILAHT TEXHHUECKHE XaPaKTEPHCTHEN H3HENNA H OAHOBPEMEHHO COMEPEHEHHEM
HENOMHAKT TPEGOBAHA TEXHAUECKIE HOPM, NPAENN DE30NACHOCTI M APV PEKOMEHTALIMI.
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GIGA
ELEKTRICKE RETEZOVE KLADKOSTROJE ELECTRIC CHAIN HOISTS IMEKTPUYECKVE LIENHHE TENB®EPH
TYP CH1, CHZ, CH3 TYPE CH1, CHZ, CH3 N CH1, CHZ, CH3
NOSNOST 125 - 2000 kg. LIFTING CAPACITIES 125 - 2000 kg. TPY30NOABEMHOCTD 125 — 2000 ke,
STACIONAR / STACIONARY SE ZAVESENIM NA HEK / HUNG ON HOOK
CTALIMOHAPHHIR MOJBELLEHHEIA HA KPIOK
B A C B A C M

S RUCNIM POJEZDEM / WITH PUSH TROLLEY S ELEKTRICKYM POJEZDEM / WITH ELECTRIC TROLLEY
C PYy4HHM MEXAHMZMOM TEPEMELLEHMA C 3EKTPMUECKIMM MEXAHM3MOM MEPEMELLEHMA

H1

Veechny rozméry v mm / Al dimension in mm / Bee pasmeps 8 wmm

TYP/TYPE/TA | A B C M N D Z 1| H H1 | H2 R 2 E F S T
CHT xxx.8 26,4 308 370 | 430 | 460
CH1 b Do 425 | 485 | 515
X 280 | 69 165 | 168 | 36 | 308 50-133 | 256 | 45
CH2 0B 1 374 |20 L 980 L ST 109 | 222 | 380 | 136 - 217 | 340
CHZ xxx. b 374 | 465 | 525 | 575 218 _307 424
. N / 9 B
B0l |5 | g 196 | 185 | 52 wy R0 0% L 590 32
CH3 x5 i 570 | 625 | 680
DileZité: Please note: 0OcobeHHOCTH TenbdepoB:
« provozni / ovladaci napéti 400V, S0Hz - operation / control voltage 400V, 50Hz « paboyee / ynpaenawollee Hanpaxenmne 4008, 501y
- jiné napétia frekvence na poZidani - different voltages and frequencies on request « [IpYroe HanpaMeHIe 1 YacTora nof 2anpoc
« pracovni teplota: -10 aZ +40°C « perating temperature: -10 to +40°C « pabouan Temneparypa: -10 go +40°C
- Zakladnivyika zdvihu 3m - hase lifting height 3m « HCHOAHEA BLICOTA NOTHEMA 3M
« el kryti — IPS5 dle EN 60529 / motor pojezdu — IP54 - el. enclosure — IP55 by EN 60529 / motor for travel — IP54 - NekTpoawmTa — P55 no EN 60529/ moTop nepepems: — P54
« minimaIni polomér drahy pojezdového voziku: 1.5m - minimal radius of truck way: 1.5m « MUH. pagiyc myTH: 1.5m
- provedeni s jinou wyikou zdvihu, rychlosti zdvihu a pojezdem - different lifting height, lifting speed and trolley speed « WCNONHeHHE C YO BBICOTON, CKOPOCTER NOKBEMA H NEPEMELLEHHA
vyrabime dle dohody na zakazku are made on request M3MOTABNMBAEM NOJ 23K32 NO JOMOBOPEHHOCTH € 2aKaUMKOM

« nosnost do 250kg vyrabime té s klasifikaci 4m dle FEM! «lifting capacity to 250kg are made with spec. 4m by FEM too! « Tenbiepbl € 1 40 250 HATOTABNMEaEM Takoke N pesknata pafiorsi 4m no FEM!






